
dima di foratura e fissaggio 
drilling and fixing template

  

 P.101  

 Cod.             L mm           L1 mm

Materiale - Material  
Supporto e distanziale in poliammide super tenace, perno in 
acciaio zincato - Very strong poliammide support and wash-
er, zinc-plated steel pin 
 
Colore - Color 
Nero - Black 
 
Pezzi confezione - Package items
100 pezzi - pieces 
 
Volume confezione - Package volume
Secondo codice - According to item code 
 
Peso confezione - Package weight
Secondo codice - According to item code

Ricambi - Spare parts
Vedi sezione tecnica - See technical section 

Carico di rottura - Breakup load
4.500 N

Temp. di esercizio - Working temp. 
-10/+70 °C 

Normative - Norms
R107.8; REACH (SCIP number at page B2-B3); ROHS; CMR.
More info on page B2-B3 and website on “Directives and 
regulations” area.

Supporti e snodi - Supports and joints

P.101

42,5

13

viti non comprese
screws are not included

Sezione tecnica - Technical section

P.101

52110 40 11 7 4.010             
65831 48 19 12,7 4.260   

Viti metriche testa piana
Metric flat head screws

Ø 4 mm
oppure - or

M4

60795 Seeger per perni Ø7 mm - Seeger for pin Ø7 mm
56320 Distanziale - Washer
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